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Technical Guide
Chronograph 185*-283
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Cal. 555.232

Cal, 28822
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Caractaristics

Wrist chronograph with two pushpieces
placed ar 32° gither side of the crown.
Chraunograph coupling by friction.
Combined hammer for hours-minutes-seconds tuned by eccantric,
Large centre seconds hand.

30 minute timer hand at 9 o'clock.

Hour minute timer at 6 o'clock.

Continuously running small second hand

at 12 o'clock.

Stop-second device for when setting,
Rapid change date indicator at 3 a'clock,

- Modular construetion with chronograph

module adaptable to two versipns of existing calibres.

Cal, 185
— chronegraph module
— quartz cal.:

Cal. 283;

— chronagraph module:
— automatic gal,;

Chief dimensians

Case fitting diameter
Total diemeter

Total height

Haight over stem

Hzight over pushpieces
Angle of pushpieces {total
Bevel above

Bevel below (dia! side}
Fastening

Perfarmances

Running time;
Battery;

Jewaslling:

D + D 2000 module
ETA 565,232

ETA 2B92-2

Totat

* To replace cal, 183

Dubois-Dépraz 2000

ETA Normline 555,232, 2 Hz

Dubgis-Dépraz 2000
ETA 2892-2

Cal, 185

29.30 mm

30.00 mm
6. 15 mm
1.B5mm
0.65 mm

g4°

Yes

na

half-mogn

screw (2)

Cal. 185

(see specifications

for ETA Normline
11" cal.

ref. 565,232 on page 4)

typical: 24 months

diameter: 9.80 mm
height: 2.60 mm
capacity: 42 mAh
voltage: 1,55 V
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Cal. 283

29.30 mm

J0.00 mm
6.50 mm
2.35 mm
0.65 mm

B4¢

YEes

na

haff-moon

screw (2)

Cal, 283

Isee specifications
for ETA 115"
automatic cal.

ref. 2882-2)

mini: 40 haurs

18
g

40



— _— —

. NOV. ~05' 97 (WED) 18:01 PRO TIME SERVICE TEL:201 912 8266

e e S e ey LI

F. 005

= Sl Koig
PL1{ & Lére
i

55 2373

g | ssoan

5.2

'55 1l s E5.07a

S0 347 J

Jﬁ- .:ﬁ ,5%. e BV ]: J:

Downloaded from www Manualslib.com manuals search engine

Faoprng Wiyt | BB IR0 sl



NOV. -U5' 97 (WED) 18:01 PRO TIME SERVICE TEL:201 912 8266 P. 004

. G es o cal, 185
Reference Number  Designation
10.047 1 Centre wheel bridge
10.062 1 Minute train bridge
15.020 1 Chronegraph mechanism platform
15.050 3 Bar of chranagraph intermediate secand wheel
15.150 p Chronograph mechanism cover
30.027 1 Second wheel
30.029 1 Intermediate second wheel
31.040 1 Handsetting wheel
31.044 1 Additional minute wheal
31.046 1 Hour wheel
31.080 1 Driver cannon pinion
31.081 1 Free cannon pinion
35.010 C 1 Chronograph whee| 80 seconds 30 minutes
35.012 1 Minute counting wheel 30 minutes
35.013 C 1 Minute counter driving wheel 30 minutes
35.030 1 Hour-counting-wheel
35.031 1 Hour counter driving wheel
35.033 1 Hour counter intermediate whasl
35.080 1 Driving wheel 680 seconds of ¢chranagraph
35.062 C 1 Centre wheel 60 seconds
55.041 1 Operating lever 2 functions
55.047 1 Hammear opérating lever
55.081 1 Fly-back yoke
55.086 1 Reversion yoke.
65.138 1 Cam jumper
55.142 A Fly-back yoke jumper
55185 1 Upper wig-wag
55.186 1 Lower wig-wag
55.187 (1201} 1 Wig-wag skate
55.200 ¢ Chronograph cam
55.241 1 Hammer.2 functions
55.269 1 Connecting rod
55,272 i Connecting rod reverser
55.281 1 Lock 2 functions
B5.321 1 Reversing yoke lever
55.341 1 *Fly-back yoke balt
65.041 (0102) 1 Operating lever spring 2 functions
65.046 1 Declutching spring
65.074 (0106) 1 Reversing yoke lever spring
66.210 (0103) 1 Lock spring
BO.282 . 1 Bearing washer for declutching spring
85.102 (1198 1 Magnifier
143 2 Screw for dial-train bridge
654 1 Lock screw
779 2 Screw for dial foot
934 2 Assembly screw cal. 555.112 Quartz
958 1 Screw for bar of intermediate second wheel of chronagraph
1016 6 Bridge screw
11756 1 Operating lever tube stop
1203 1 Screw to hold centre wheel bridge in place
1204 2 Module fastening foot
1209 1 Eccentric for regulating hammer ring
1210 2 Casing screw
1232 1 Screw for declutching and cam jumper
1235 | Friction spring for minute counter driving wheel
1239 1 Screw for hammer ring
1243 3 Assembly screw cal. 2892-2 automatic
1261 1 Dial-train friction
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